






Tel: +44 (0)1473 277300 • Fax: +44 (0)1473 277411
Inlet and outlet connections specified as follows: R = external taper thread; Rc = internal taper thread: Rp = internal parallel thread:  
Rs = longscrew parallel external thread. All to BS21, ISO7/1: DN, PN = flange to BS4504

Crimp Couplings and Transitions

Crimp Coupling Part No Size (PE OD/SDR) For Use With Pipe

A steel fitting for 
the connection of 
two polyethylene 
pipes incorporating a 
permanent joint.

Finish = Zinc Plated

AH0013 16mm SDR7 x 20mm SDR9 PE80

AH0014 20mm SDR9 PE80

AH0007 20mm SDR9 x 25mm SDR11 PE80

AH0011 25mm SDR11 x 32mm SDR11 PE80

AH0035 32mm SDR11 x 20mm SDR9 PE80

Corbel Crimp Coupling Part No Size (PE OD/SDR) For Use With Pipe

AH0001 20mm SDR9 Short Corbel PE80

AH0002 25mm SDR11 Short Corbel PE80

AH0003 32mm SDR11 Short Corbel PE80

Transition Coupling (Female Thread) Part No Size (PE OD/SDR x Thread) For Use With Pipe

A one piece steel 
fitting for connecting 
polyethylene pipes 
to steel, giving full 
end load capability 
and complete with 
appropriate anti-
shear sleeve spacer.

Finish = Zinc Plated 
(unless otherwise stated)

* Finish = Uncoated

BD0032 Crimp Riser Adapter 20mm SDR9 x Rc3/4" PE80

BD0025 Crimp Riser Adapter 25mm SDR11 x Rc3/4" PE80

BD0026 Crimp Riser Adapter 32mm SDR11 x Rc1" PE80

BD0005* Crimp Transition 20mm SDR9 x Rc1" PE80

BD0001* Crimp Transition 20mm SDR9 x Rc3/4" PE80

BD0006* Crimp Transition 25mm SDR11 x Rc1" PE80

BD0003* Crimp Transition 25mm SDR11 x Rc3/4" PE80

BD0008* Crimp Transition 25mm SDR11 x Rc3/4" PE80

BD0007* Crimp Transition 32mm SDR11 x Rc1" PE80

BD0028 Crimp Transition 32mm SDR11 x Rc1" PE80

BD0004* Crimp Transition 32mm SDR11 x Rc3/4" PE80

BD0027 Crimp Transition 32mm SDR11 x Rc3/4" PE80
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Inlet and outlet connections specified as follows: R = external taper thread; Rc = internal taper thread: Rp = internal parallel thread:  

Rs = longscrew parallel external thread. All to BS21, ISO7/1: DN, PN = flange to BS4504

Flexgrip Male Adaptor Part No Size (Thread x Pipe)
For Use With 

Pipe

Malleable iron, used for the 
connection of polyethylene 
pipe to steel pipe where a 
screwed end is available. 
Malleable iron, using 
Flexgrip rubber joints and 
appropriate inserts for 
the rapid connection of 
polyethylene pipes. Part 
numbers shown opposite 
are for fittings without 
anti-shear sleeve retention 
nuts. If anti-shear nuts are 
required on R to PE fittings 
please contact Sales Office 
+44 (0)1473 277300.

Finish = Hot Dipped Galvanized 
(unless otherwise stated)

* Finish = Uncoated

CG0010 R1" x 1" Locking Gas Steel

CG0045 R1" x 1" Locking Gas Steel

CG0001* R1.1/4" x 1/1/4" Locking Gas Steel

CG0003* R1.1/2" x 1.1/2" Locking Gas Steel

CG0046 R2" x 2" Locking Gas Steel

CG0020 R3/4" x 25mm SDR11 Locking Gas PE80

Flexgrip Service Fittings Malleable Iron

Transition Coupling (Male Thread) Part No Size (PE OD/SDR x Thread) For Use With Pipe

A steel fitting for 
the connection of a 
polyethylene service to a 
threaded socket. Crimp 
outlet with 50mm SDR 17 
anti-shear sleeve spacer.

Finish = Zinc Plated (unless 
otherwise stated)

* Finish = Uncoated

BC0014 Crimp Riser Adapter 25mm SDR11 x R3/4" PE80

BC0019 Crimp Riser Adapter 32mm SDR11 x R1" PE80

BC0040 Crimp Riser Adapter 32mm SDR11 x R3/4" PE80

BC0002* Crimp Transition 16mm SDR7 x R3/4" PE80

BC0001* Crimp Transition 20mm SDR9 x R1/2" PE80

BC0010 Crimp Transition 20mm SDR9 x R1/2" PE80

BC0039 Crimp Transition 20mm SDR9 x R3/4" PE80

BC0012 Crimp Transition 20mm SDR9 x R3/4" PE80

BC0046 Crimp Transition 25mm SDR11 x R3/4" PE80

BC0013 Crimp Transition 25mm SDR11 x R3/4" PE80

BC0006* Crimp Transition 32mm SDR11 x R1" PE80

BC0016 Crimp Transition 32mm SDR11 x R1" PE80

BC0015 Crimp Transition 32mm SDR11 x R3/4" PE80

Transition Adaptor + Frogs (Pressure Point Standpipe) Part No Size (Pipe x Thread) For Use With 
Pipe

A steel fitting with full zinc plated protection. 
Factory assembled to PE pipe with tie irons for 
casting into concrete for test points and purge 
points, etc. Also available for on-site assembly.

Finish = (Zinc Plated)

BC2038 PECAT Pressure Point Standpipe 
32mm SDR11 x R1" 

Fitted with 
1.0 PE80

BC2033 PECAT Pressure Point Standpipe 
63mm SDR11 x R2" 

Fitted with 
1.0 PE80
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Tel: +44 (0)1473 277300 • Fax: +44 (0)1473 277411
Inlet and outlet connections specified as follows: R = external taper thread; Rc = internal taper thread: Rp = internal parallel thread:  
Rs = longscrew parallel external thread. All to BS21, ISO7/1: DN, PN = flange to BS4504

Flexgrip Female Adaptor Part No Size (Thread x Pipe) For Use With 
Pipe

Malleable iron, used for the 
connection of polyethylene 
pipe to steel pipe where a 
screwed end is available. 
Malleable iron, using 
Flexgrip rubber joints and 
appropriate inserts for 
the rapid connection of 
polyethylene pipes. Part 
numbers shown opposite  
are for fittings without anti-
shear sleeve retention nuts.  
If anti-shear nuts are 
required on Rc to PE 
fittings please contact 
Sales Office +44 (0)1473 
277300.

Finish = Hot Dipped Galvanized 
(unless otherwise stated)

* Finish = Uncoated

CG0023 Rc1/2" x 1/2" Locking Gas Steel

CG0024 Rc3/4" x 3/4" Locking Gas Steel

CG0026* Rc1.1/4" x 1.1/4" Locking Gas Steel

CG0027 Rc1.1/2" x 1.1/2" Locking Gas Steel

CG0028 Rc2" x 2" Locking Gas Steel

CG0029 Rc1/2" x 20mm SDR9 Locking Gas PE80

CG0030 Rc3/4" x 25mm SDR11 Locking Gas PE80

CG0059 Rc3/4" x 25mm SDR11 Locking Gas PE80

CG0031 Rc1" x 32mm SDR11 Locking Gas PE80

CG0060 Rc1" x 32mm SDR11 Locking Gas PE80

CG0035 Rc1.1/4" x 40mm SDR11 Locking Gas PE80

CG0032 Rc1.1/2" x 50mm SDR11 Locking Gas PE80

CG0033 Rc2" x 63mm SDR11 Locking Gas PE80

CG0063 Rc2" x 63mm SDR11 Locking Gas PE80

Flexgrip Coupling Part No Size (Pipe x Pipe) For Use With Pipe

Malleable iron, used for the 
connection of polyethylene 
pipe to steel pipe where a 
screwed end is available. 
Malleable iron, using Flexgrip 
rubber joints and appropriate 
inserts for the rapid 
connection of polyethylene 
pipes. Part numbers shown 
opposite are for fittings 
without anti-shear sleeve 
retention nuts. 
 
If anti-shear nuts are 
required on Rc to PE fittings 
please contact Sales Office 
+44 (0)1473 277300.

Finish = Uncoated

BM0200 3/4" x 20mm SDR9 Locking Gas Steel to PE

BM0201 3/4" x 25mm SDR11 Locking Gas Steel to PE

BM0202 1" x 32mm SDR11 Locking Gas Steel to PE

BM0203 1" x 20mm SDR9 Locking Gas Steel to PE

BM0204 1" x 25mm SDR11 Locking Gas Steel to PE

BM0205 1.1/4" x 32mm SDR11 Locking Gas Steel to PE

BM0206 1.1/2" x 32mm SDR11 Locking Gas Steel to PE

BM0213 2" x 63mm SDR11 Locking Gas Steel to PE

BM0214 3/4" Locking Gas Steel to Steel

BM0215 1" Locking Gas Steel to Steel

BM0218 1.1/4" Locking Gas Steel to Steel

BM0209 1.1/2" x 1.1/4 Locking Gas Steel to Steel

BM0216 1.1/2" Locking Gas Steel to Steel

BM0217 2" Locking Gas Steel to Steel

Flexgrip Service Fittings Malleable Iron
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Inlet and outlet connections specified as follows: R = external taper thread; Rc = internal taper thread: Rp = internal parallel thread:  

Rs = longscrew parallel external thread. All to BS21, ISO7/1: DN, PN = flange to BS4504

Pressure Drilling Saddle

Pressure Drilling Saddle Part No Size (Steel Pipe) For Use With Pipe

A malleable iron fitting for 
the rapid sealing of a pipe 
end.

Finish = Uncoated

AA0024 3" CI, AC

AA0025 4" CI, AC

AA0026 5" CI, AC

AA0027 6" CI, AC

AA0028 8" CI, AC

AA0030 9" CI, AC

AA0016 2"" Steel

AA0017 3"" Steel

AA0019 4" Steel

AA0020 6" Steel

AA0022 8" Steel

AA0023 10" Steel

AA0029 12" Steel

Crimp Saddle Mounted Punch Tee Part No Size (Steel Pipe x PE OD/SDR) For Use With 
Pipe

All sizes of punch are 
operated with a simple 
operating tool and  
a standard square  
drive wrench.

Finish = Zinc Plated

BH0002 3/4" x 20mm SDR9 Steel

BH0003 3/4" x 25mm SDR11 Steel

BH0005 1" x 20mm SDR9 Steel

BH0006 1" x 25mm SDR11 Steel

BH0017 1" x 32mm SDR11 Steel

BH0018 1.1/4" x 32mm SDR11 Steel

BH0007 1.1/2" x 20mm SDR9 Steel

BH0008 1.1/2" x 25mm SDR11 Steel

BH0009 1.1/2" x 32mm SDR11 Steel

BH0010 2" x 20mm SDR9 Steel

BH0011 2" x 25mm SDR11 Steel

BH0012 2" x 32mm SDR11 Steel

Punch Tees

Flexgrip Locking Cap Part No Size (Steel NB) For Use With Pipe

A malleable iron fitting for 
the rapid sealing of a pipe 
end.

Finish = Uncoated

AN0200 3/4" Steel

AN0201 1" Steel

AN0202 1.1/4" Steel

AN0203 1.1/2" Steel

AN0204 2" Steel
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Tel: +44 (0)1473 277300 • Fax: +44 (0)1473 277411
Inlet and outlet connections specified as follows: R = external taper thread; Rc = internal taper thread: Rp = internal parallel thread:  
Rs = longscrew parallel external thread. All to BS21, ISO7/1: DN, PN = flange to BS4504

Non-Tap Plug Part No Size For Use With 
Pipe

Manufactured under licence 
from British Gas plc. Designed 
for the closure of non-tapped 
holes following flow stopping 
operations. Spare gaskets 
available separately.

Finish = Uncoated

AW0003 2.1/2" CI, Steel

AW0005 3" CI, Steel

AW0007 4" CI, Steel

AW0009 5" CI, Steel

AW0011 6" CI, Steel

Mains Completion Plugs

Emid Mains Completion Plug Part No Size Rs For Use With Pipe

Malleable iron, suitable for 
the closure of tapped holes in 
distribution mains up to 2bar 
pressure.

Finish = Uncoated

AY0001 3/4" CI, Steel

AY0003 1" CI, Steel

AY0005 1.1/4" CI, Steel

AY0006 1.1/2" CI, Steel

AY0007 2" CI, Steel

Punch Operation Wrench Part No

A forged steel driver for the 
operation of the 3/8’’ punch 
used in forged steel punch tees. 
(Operated by ratchet spanner).

Finish = Blued

BH0016

Threaded Saddle Mounted Punch Tee Part No Size (steel pipe x thread)

For use with steel pipe only BH0019 3/4” x Rc3/4”

BH0021 2” x Rc3/4”
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Website: www.wask-uk.com • Email: sales@wask-uk.com
Inlet and outlet connections specified as follows: R = external taper thread; Rc = internal taper thread: Rp = internal parallel thread:  

Rs = longscrew parallel external thread. All to BS21, ISO7/1: DN, PN = flange to BS4504

Plug Lifter (Building Entry and 2” Top Tee) Part No.

To operate the internal plug of a building entry tee or 2’’/63mm BET safely and without the 
escape of gas.

Finish = Zinc Plated

BE0128
(2”/63mm BET Only)

To operate the internal plug of a 2’’/63mm Top Service Tee safely and without the escape of 
gas.

Finish = Zinc Plated

EA056
(2”/63mm Top 
Service tee)

Stopper Key (House Entry Tee) Part No.

To operate the internal plug of Top Service tees, Side Service tees and House Entry tees, safely 
and without the escape of gas. Will also remove the caps with either a square socket or two 
1/4” diameter holes. 

Finish = Zinc Plated

BE0034

Tooling

Crimping Tool Part No Size For Use With Pipe Finish (Paint)

A one piece malleable iron tool 
for the rapid construction of a 
crimp joint. Features a metal 
to metal stop for accurate joint 
construction.

BE0021 TOOL CRIMP 16mm PE80 Only Bronze

BE0022 TOOL CRIMP 20mm PE80 Only Green

BE0023 TOOL CRIMP 25mm PE80 Only Blue

BE0024 TOOL CRIMP 32mm PE80 Only Yellow

BE0009 TOOL CRIMP 63mm PE80 Only Orange
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